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Case No. 03630519-B                                                                                                Attachment 1 
 
519 Central Avenue                                                                     Tracey Ann Ferrell, Owner 
Aylesford Historic District                                                      Darren Taylor, Applicant 
   
Scope of Work 
Replace windows in existing addition 
 
Additional Background 
 
The owners of this bungalow requested Certificate of Appropriateness for the following work:  

1. Infill rear porch and construct small addition. 
2. Change openings in sunporch. 
3. Add basement walkout. 
4. Add openings in basement foundation.   

 
All the items were approved except for the proposal to replace the windows in the side addition. The 
proposal called to replace the existing multi-pane 6/6 windows with 6 -three light casement windows. 
Staff recommended disapproval because they were concerned about the windows matching the 
windows in the main structure. The BOAR suggested that the applicants look into a change in 
window that might be different and reflect a more contemporary time, not replicating history. 
 
Background 
 
From the last meeting, the description of the sunporch is a follows: 
  
The sun porch on the southeast side was added in the 1970’s and is not original to the structure. The 
proposal calls for the change of the openings from 6 1/1 windows to 6 casement style windows having 
three panes. The plans call for rear wall to change from a group of windows into a door. The windows 
are proposed to be aluminum clad. The front wall will have no opening changes. The siding will be 
board and batten. 
 
The applicant has come back with a design of the windows in the side addition with a thinner profile 
aluminum clad windows. The proposed windows will have a square muntin profile having a 5/8” 
dimensions.  
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24.  Windows 

DESIGN PRINCIPLE: Window openings, windows, window details, and the size and shape of these elements 
help establish rhythm, scale and proportion of buildings and reflect architectural style and character. Windows 
should be maintained or repaired to match the original design. If windows are deteriorated beyond repair, the 
installation of new wood windows to match the original designs is recommended. Windows of baked enamel or 
anodized aluminum clad may be considered only if original windows cannot be repaired. Vinyl or vinyl clad 
windows are not allowed. Original window openings should not be covered or concealed. They should also not be 
partially enclosed for the installation of smaller windows. New window openings should not be added on the 
fronts of buildings and are discouraged but may be acceptable at the rear or sides.  

 
Windows:  

A should be preserved and maintained in their original location, size and design and with their 
original materials and numbers of panes. Original framing of the openings should be retained and 
maintained. 

B should be repaired rather than replaced. If the review process determines that replacement is 
necessary due to severe deterioration, the replacement should be in-kind to match the originals in 
size, material and design. The installation of new wood windows to match the original design is 
recommended. The installation of baked enamel or anodized aluminum clad windows (not totally 
of aluminum construction) may be considered. If aluminum clad windows are applied, they 
should match historic wood windows as closely as possible in their dimensions, profile, depth of 
muntins and surrounding trim. Vinyl or vinyl clad windows are not allowed. 

C If replacements are allowed by the review process, they can be of wood, baked enamel or 
anodized aluminum clad insulated glass system. Window replacements shall closely match 
appropriate period wood stiles, rails, and/or muntin profiles. An insulated divided light window 
shall have an adhered muntin of wood or aluminum with dark, non-metallic spacer bars. The 
muntin system should not have muntin bars greater than 7/8” wide.      

D should not have snap-on, interior or flush muntins. These muntins are much thinner in profile 
than the muntins on historic windows and don't provide the opening with the appearance of a 
historic window.   

E in new openings are not recommended. New openings, when permitted by the review process, 
shall be compatible in scale, size, proportion, placement and style to historic openings. New 
openings should be located on the sides or rear of the building and are discouraged on the 
primary façade.  

F and their openings should not be enclosed or partially blocked. If infilling is permitted by the 
review process, the infill materials shall be compatible with the building and shall be placed 2” to 
6” back from the face of the building.  

G of steel or other metal designs and that are historic should be preserved and maintained or 
replaced with new metal windows. Replacement windows should match historic metal windows 
as closely as possible in size, material, and design.  

H should use appropriate burglar guards that fit within the window frame. 
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B. Guidelines for Construction of New Buildings 
1.    NEW PRIMARY BUILDINGS 

DESIGN PRINCIPLE: New primary buildings should be designed to be compatible with adjacent historic 
buildings and those along the block. Compatibility is demonstrated by having similar orientation, roof forms, 
materials, window and door sizes and placement, porch size and location and foundation heights as adjacent 
buildings. New buildings that are exact replications or reproductions of historic designs are not appropriate. 
New construction should clearly be recognized as of its time and distinguishable from historic buildings. New 
construction may incorporate contemporary materials such as cementitious board, fiberglass and aluminum. 
The use of vinyl is not permitted.   

New construction of primary buildings should maintain, not disrupt, the existing pattern of  surrounding 
buildings, the streetscape and the historic district by being similar in: 

 
      (II.B 
       F. Location and proportion of entrances, windows, divisional bays and porches. Openings, such as 

entrances and windows and architectural features such as divisional bays and porches, are design 
components that help establish balance, rhythm, scale, proportion and emphasis in a structure. 
Patterns of these components on buildings along blocks and within districts create a characteristic 
rhythm for streetscapes and neighborhoods. It is very important that new construction respect the 
balance, proportion and scale of existing buildings along the block and within the district in 
regards to these components.  
 Entrances and divisional bays: Entrances shall be compatible in scale, size  and 
 proportion to established patterns of openings in adjacent and   
 surrounding buildings. Divisional bays are where the facade of a building is 
 divided into a series of vertical bays or sections using designs such as  
 pilasters and columns and projecting and inset sections. Divisional bays in  new 
 construction should be compatible with the balance and proportion of  divisional 
 bays in existing buildings on the block and within the district.  
 Windows: Window openings shall be compatible in scale, size and   

  proportion to established patterns of openings in adjacent and surrounding   
  buildings. New buildings should have a similar ratio of window openings   
  to solid wall space as adjacent and surrounding buildings as well as   
  buildings in the district.  
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 Porches and Decks: Porches and decks should be compatible in scale and   

  materials with the principal structure and with adjacent and surrounding   
  buildings. Placement and scale should be compatible with that of existing   
  buildings along the street and in the historic district. Porches should have   
  roof forms of gable or shed design and at least cover the entrance. Porches   
  which extend partially or fully across the main facade are recommended.  
   Porch columns and railings should be simple in design in square or round   
  shapes. Columns should be a minimum of six inches square or in diameter.  
   Porch railings should have balusters which are no less than two inches  
   square or in diameter. Installation of porches that give a building an   
  “imitation historic” appearance are not allowed. 

    J. Material and Material Color. Material color, texture, pattern and construction technique  
   help define building character and scale. Materials are incorporated into all parts of  
   buildings, but may vary from building to building. Installation of materials that give a  
   building an “imitation historic” appearance are not allowed. Materials should be in scale to  
   the building on which they are located and should be compatible with materials on adjacent 
   and surrounding buildings. In areas where strong continuity of materials, texture and  
   material color is a factor, the continued use of those materials is strongly recommended.  

 Brick Structures: If the new construction has a brick exterior, the brick s 
  should closely match typical mortar and brick styles and color tones found  
  along the block.  

 Foundations: Most foundations are of brick, poured concrete or concrete  
  block. Poured concrete is more appropriate than concrete block. If concrete 
  block is used, a stucco wash is recommended to provide a smooth surface.  
  Split faced concrete block is also an acceptable foundation material.  
  Lattice and other appropriate materials should be used as infill between  
  masonry piers, when and in the district appropriate. 

 Frame Structures: If the new construction is of frame, the preferred  
  exterior material is horizontal wood siding which is a minimum of four  
  inches and a maximum of six inches in width. The use of smooth   
  cementitious board siding is also acceptable as long as it meets these size  
  recommendations. Vinyl siding is not allowed.  

 Porches and Decks: Porch and deck materials should be appropriate to the  
  building on which they are to be located.  

 Windows: The use of wood or anodized or baked enamel aluminum  
  windows is appropriate. Vinyl windows are not allowed. The use of plastic 
  or "snap-in" muntins (window pane dividers) is not permitted. 
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K.       Details. Architectural details help give a building character and scale. Details include, 
  but are not limited to: corner boards, rake boards, cornices, brackets, downspouts,  
  railings, columns, steps, door and window moldings and decorative elements.  
  Architectural details may be appropriate when they give the building on which they are 
  placed a good “sense of belonging” on a street and within a district. Details should be 
  appropriately scaled for the proposed structure and compatible with other adjacent  
  buildings and the district. Installation of ornament or details that give a building an  
  “imitation historic” appearance. 
 
 
 

Findings  
 
The replacement of windows and siding is within the Guidelines. Staff finds the proposal to have a 
thinner profile windows is within the Guidelines.  Staff finds that the profile is different from the 
existing windows and the new windows have a contemporary feel as less heafty than the original 
existing windows.  Staff finds that the proposed windows Guidelines II.B.1.F and K.… “Window 
openings shall be compatible in scale, size and proportion to established patterns of openings in adjacent 
and surrounding buildings. New buildings should have a similar ratio of window openings to solid wall 
space as adjacent and surrounding buildings as well as buildings in the district.”  And “. ..Details should 
be appropriately scaled for the proposed structure and compatible with other adjacent buildings and the district. 
Installation of ornament or details that give a building an “imitation historic” appearance.”  

 
Recommendation 
 
Staff recommends approval of the proposal with the following conditions: 
  

1. If any changes are made that alter the information submitted, resubmit the changes to staff for 
review and approval prior to the start of the work.   

2. Once reviewed by other LFUCG Divisions, any changes shall be returned to staff or Board for 
review and approval prior to the start of work. 

 

Deadline for BOAR Action 

September 4, 2022 


