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Case No.  02500426-L                                                                                                     Attachment 6 
 
426 North Broadway                                                                                    LP Investments, LLC, Owner                  
Northside Historic District                                                                                 Chaz Lentz, Applicant 
 
Scope of Work  
Replace walks, construct concrete parking.                                                        
 
Background 

Staff discovered that a new concrete parking lot was being constructed in the location of an 
existing gravel lot.  Staff contacted the applicant who then submitted a COA application for 
the above referenced work.  Staff issued a COA for the sidewalks and scheduled the parking to 
be heard by the BOAR.  The applicant is requesting a Certificate of Appropriateness to 
construct new concrete parking in the place of the gravel parking.  
 
Guidelines 

III.        Guidelines for site and setting 

In addition to buildings, elements of the surrounding site and setting contribute to the character of 
historic properties. These elements include both natural and manmade features such as trees, fields, 
gardens, fences, driveways, retaining walls and boundary definers. Historic site elements help to define 
a property’s historic character and appearance. Historic site and setting features should be preserved 
and maintained. 
5.     Driveways and Parking Lots 

DESIGN PRINCIPLE: Significant driveway materials such as brick, concrete and asphalt should be preserved 
and maintained. New driveway or parking lot surfaces should be of a material appropriate to the site and the 
historic district. Paving and parking should not be visually dominant. Parking areas should not be sited in front 
yards but at side or rear locations, as appropriate.   

Driveways and Parking Lots:  
A.        should be maintained. 
B. that are new, should be located at the side or rear of the building and not be visually                

dominant.  
C. should be of concrete, asphalt, pavers or grassy pavers.  
D. should have their parking areas located in rear yards and be screened with hedges, shrubs or 

fences as appropriate. Driveways should include concrete tracks where characteristic of the 
property and historic districts.  

E.        should not be sited in front yards. Circular are not permitted. 
F.        requiring new curb cuts for access should be kept to a minimum.  
G.        on vacant lots between buildings should align edge screening with front elevations/facades of 

adjacent buildings and on corner lots should have edge screening on both the primary and 
secondary street. 



Staff Report    7/20/22                                                                                             34  
 

426 North Broadway 
Page 2 
 
Findings 
 

 
While, staff does not condone work done without a COA. Staff finds that the proposal meets Guideline 
III.5.B., “Driveway that are new, should be located at the side or rear of the building and not be visually 
dominant.”  The proposal also meets Guideline III.5.C., which states driveways and parking lots 
“should be of concrete, asphalt, pavers or grassy pavers.” 
   
Recommendations 

Staff recommends the approval of the proposal following conditions: 
1. Once reviewed by other LFUCG Divisions, resubmit any changes to staff or Board for review 

and approval prior to the start of work. 

2. If any changes are made that alter the information submitted, resubmit the changes to staff for 
review and approval prior to the start of the work. 

 
Deadline for Board Action 
 
August 12, 2022 
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Case No. 02500612-G          Attachment 7 
 
612 North Broadway            Jerome Kirk Owner/Applicant     
Northside Historic District   
 
Scope of Work 
 Construct pool, paving and privacy fence. 
 
Background 
The applicant is requesting a Certificate of Appropriateness to: 
Construct a thirty foot by fourteen foot below ground fiberglass pool, spa and barbeque in the rear yard. 
Construct a 2,040 square foot patio. 
Rear privacy fence. 
 
Staff found that work has started on the pool. 
 
The proposal for the garage and outbuilding are not a part of this proposal. 
 
Guidelines 
 
III. Guidelines for site and setting 
In addition to buildings, elements of the surrounding site and setting contribute to the character of historic 
properties. These elements include both natural and manmade features such as trees, fields, gardens, 
fences, driveways, retaining walls and boundary definers. Historic site elements help to define a 
property’s historic character and appearance. Historic site and setting features should be preserved and 
maintained.  
 
1.    FENCES 
 
DESIGN PRINCIPLE: Fences were typically constructed of wood, cast or wrought iron, brick, stone or 
woven wire. Lexington has a number of historic metal fences. Historic fences should be preserved and 
maintained. The construction of new fences based upon historic designs and materials is also appropriate. 
Cast iron or woven wire is preferable for 19th and early 20th century buildings. Wood fences are also 
allowed; however, it is important to keep the fence as transparent as possible so as not to obscure the 
view of the historic building.  
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Guidelines cont’d 
 
Fences:  

a. (III.1.)  A.  of cast iron, stone, metal, wire, or brick that are original to the 
property should be    preserved and maintained or if missing, 
may be reconstructed based on physical or    pictorial evidence. 

i. of cast iron may be added to properties with buildings constructed to the early 
20th century. Cast iron fences are not appropriate for buildings built after 1920. 

ii. of wood pickets are appropriate for front yards.  Wood fences in front yards 
should be no       taller than three feet, have pickets no wider than four inches and 
set no farther apart than three inches. Woven wire fences in front yards should 
also not be more than three feet tall.  

iii. of wood boards for privacy should be located in rear yards and generally be no 
taller than six feet (most pre-fabricated wood fence sections are 8' wide by 6' 
high). Privacy fences of this height should be at least half-way back from the front 
of the building to the back walls on the side of the house. Privacy fences of flat 
boards in a single row are more historically correct than shadowbox (alternating 
boards) designs but both designs are acceptable. Fences with flat tops, "dog ear" 
or Gothic (pointed tops) designs are all acceptable. "Stockade" designs are 
discouraged. Fences of PVC, vinyl or synthetic material are not permitted.  

b. of free-standing brick or concrete walls are not appropriate in front yards but are 
acceptable at rear yards and side yards.     

c. of stone should be repaired/restored with the same material and mortar mix as the 
historic stone fence. If it is a dry-stacked stone wall, it should remain so. Please be 
aware that stone fences in Fayette County within the public right-of-way are 
protected by the Stone Wall Preservation Ordinance Section 14-83 (see following 
section, Walls) and require permits through the DHP.  

 
LANDSCAPE ELEMENTS – POOLS, HOT TUBS, GAZEBOS, PERGOLAS 

 
Landscape Elements and Site Elements: 
should not be visually intrusive or suggest a false sense of history. 
 open space should only be developed in scale, use and character with the site and the local historic 
district. 
 
 
 

DESIGN PRINCIPLE: The installation of swimming pools, hot tubs, gazebos, pergolas, etc. 
should be limited to rear yards. Swimming pools should be screened from view by fencing 
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Findings 
 
The proposal to construct the fence meets the Guideline III.1.D. fences “of wood boards for privacy 
should be located in rear yards and generally be no taller than six feet (most pre-fabricated wood 
fence sections are 8' wide by 6' high). Privacy fences of this height should be at least half-way back 
from the front of the building to the back walls on the side of the house. Privacy fences of flat 
boards in a single row are more historically correct than shadowbox (alternating boards) designs but 
both designs are acceptable. Fences with flat tops, "dog ear" or Gothic (pointed tops) designs are all 
acceptable. "Stockade" designs are discouraged. Fences of PVC, vinyl or synthetic material are not 
permitted.”  
 
While, staff does not condone work done without a COA, the proposal to install the below ground pool 
and patio is within the Guidelines.  Guideline II.A.I.A (patio) Guidelines III.7.A. and III.7.B 
respectively state: “Landscape elements and site elements should not be visually intrusive or 
suggest a false sense of history” and “Landscape elements and site elements: open space should only 
be developed in scale, use and character with the site and the local historic district.“ The proposal to 
re-landscape the yard with benches and patio surrounding the proposed pool is within the Guidelines. 
 
Recommendation 
 
Staff recommends approval of the installation of a pool, patio and fence with the following conditions. 
 
Provide staff with patio final paver selection prior to the issuance of COA.  
If any changes are made that alter the information submitted, resubmit the changes to staff for 
review and approval prior to the start of the work. 
Once reviewed by other LFUCG Divisions, any changes shall be returned to staff or Board for 
review and approval prior to the start of work. 
 
Deadline for Board Action 
July 30, 2022 
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Case No.  18800444-C                                                                                                        Attachment 8 
 
444 West Third Street                                                                             Carol Martin, Owner/Applicant 
Northside Historic District                                                                                     
                                                           
Scope of Work  
Construct covered porch 
 
Background 
 
The applicant/owner has been working on rehabilitating this structure.  In January, she requested 
the demolition of later two story addition.  Since then she has made several staff issued COA 
request to rehab the exterior of the structure.  
 
At this time, the applicant is proposing to construct a 1-story shed roof porch.  The porch will 
have the dimensions of approximately 29’ by 13`. The porch will set a 1’ off the edge of the 
house.  The shed roof will be 3:12 pitch having asphalt shingles. The proposed porch will have a 
metal hanging gutter. The proposed porch will have a wood deck floor with wrapped 6” by 6” 
columns and a 36” wood handrail. The stairs will be a centered and lead out into the yard. They 
will be of brick material with iron handrails.  The porch will have a bead board ceiling and a 
lattice skirting.      
 
Guidelines 
 
II. GUIDELINES FOR NEW CONSTRUCTION 

3.  PORCHES 

Design Principle: Porches are often prominent features of a building and help establish scale, proportion, 
and rhythm along streetscapes. Construction of a porch on an existing building should be compatible in 
scale and materials with the principal structure and with adjacent and surrounding buildings and the 
district. Porches should be in keeping with the principal structure’s architectural style and not reflect an 
earlier period style.  

Porches:  
A. should be compatible in scale and materials with the principal structure and surrounding 

buildings along the block and within the district. 
B. should be compatible with the principal structure’s architectural style, and not be of an 

earlier architectural period.  
C. that give a building an “imitation historic” appearance are not allowed.  
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Guidelines 
 
4.    ROOM AND WING ADDITIONS 

DESIGN PRINCIPLE: In planning additions, the best approach is to place the additions where they will have 
the least impact on the building's overall form and plan. The rear of buildings is the best location for the 
addition of rooms or wings. Exterior walls of new additions should not be flush with those of existing 
buildings, but should be stepped in a minimum of 12” from the edges of the existing building. Likewise, 
addition rooflines should be stepped down from the peak of the existing roofline so that the existing main roof 
remains evident. Enlarging a property through adding stories is not appropriate. 

Additions:          
A. are most appropriately located at the rear of buildings.  
B. should be secondary (smaller and simpler) to the original building in scale, design, and 

placement. The use of a small connector or link between the addition and the original  
 
C. building is encouraged where appropriate. Exterior walls should be stepped in a minimum of 12” from 

the edges of the existing building, and rooflines should be stepped down from the peak of the existing 
roofline so that the existing main roof remains evident. 

D. should be a compatible design in keeping with the original building's design, roof shape, materials, color 
and location of window, door and cornice heights. 

E. should not imitate an earlier historic style or architectural period. For example, a Greek Revival style 
rear porch addition would not be appropriate for a Queen Anne style house.  

F. should reflect characteristics of the current period in design, but be compatible with the original 
building.   

G. should be built in a manner that avoids substantive removal or loss of historic materials and which does 
not damage or destroy the main architectural features of the building. 

H. should keep the exterior walls of the original building as intact as possible and use existing door and 
window openings for connecting the addition to the building. 

I. should not be made by adding new stories.  
J. should be of materials compatible with the historic fabric of the house. The use of wood is most 

appropriate; however cementitious board may be considered for additions. 
K. should have skylights, decks, or balconies placed so that they do not detract from the historic character 

of the building.  
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Findings 
 
The Staff finds that the covered porch is in compliance with the “Guidelines.” II.A.3.A-B and 
II.A.4.A thru C which states Porch additions is …“compatible in scale and materials with the 
principal structure and surrounding buildings along the block and within the district and 
“compatible with the principal structure’s architectural style, and not be of an earlier architectural 
period.”  In addition, Guidelines IIA.4.A thru C state, “The addition is “appropriately located at the 
rear of building. “secondary (smaller and simpler) to the original building in scale, design, and 
placement. “compatible design in keeping with the original building's design, roof shape, 
materials.”    
 
 
 
Recommendations 
 
Staff recommends approval with the following conditions: 

1. If any changes are made that alter the information submitted, resubmit the changes to staff 
for review and approval prior to the start of the work.   

2. Once reviewed by other LFUCG Divisions, all changes shall come back to staff for review 
and approval prior to the start of any work. 

 
Deadline for Board Action 
07/30/2022 
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Case No.  13971801 and 13971803                                                                        Attachment 9 
 
1801 - 1803 Nicholasville Road                                                   Kaufman Brothers, Owner/Applicant                          
Pensacola Park Historic District 
 
Scope of Work  
Refresh gravel parking. 
 
Background 

Note: This driveway crosses two property lines therefore has two case numbers.  

Staff found that this driveway was re-graveled without a Certificate of Appropriateness. 
Staff contacted the owner’s representative and informed them that this work required 
review from the BOAR.  The applicant informed staff that the driveway was re-graveled 
because they had extra gravel from filling gin a sink hole.    The applicant is requesting a 
Certificate of Appropriateness to refresh the gravel of the existing parking.   
 
Guidelines 
 

III.        Guidelines for site and setting 

In addition to buildings, elements of the surrounding site and setting contribute to the character of historic 
properties. These elements include both natural and manmade features such as trees, fields, gardens, fences, 
driveways, retaining walls and boundary definers. Historic site elements help to define a property’s historic 
character and appearance. Historic site and setting features should be preserved and maintained. 

2. Driveways and Parking Lots 

 
Driveways and Parking Lots: 
A. should be maintained. 
B. that are new, should be located at the side or rear of the building and not be visually  

dominant. 
C. should be of concrete, asphalt, pavers or grassy pavers. 

 
 

DESIGN PRINCIPLE: Significant driveway materials such as brick, concrete and asphalt should be 
preserved and maintained. New driveway or parking lot surfaces should be of a material appropriate 
to the site and the historic district. Paving and parking should not be visually dominant. Parking areas 
should not be sited in front yards but at side or rear locations, as appropriate. 
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D. should have their parking areas located in rear yards and be screened with hedges, shrubs or 
fences as appropriate. Driveways should include concrete tracks where characteristic of the 
property and historic districts. 

E. should not be sited in front yards. Circular are not permitted. 
F. requiring new curb cuts for access should be kept to a minimum. 
G. on vacant lots between buildings should align edge screening with front elevations/facades of 

adjacent buildings and on corner lots should have edge screening on both the primary and 
secondary street. 

H. of refreshed gravel should have appropriate retention element to contain the gravel and retard 
expansion. 

 
Findings 
 

 
While, staff does not condone work done without a COA, the proposal. Staff finds that the 
proposal meets Guideline III.5.A., which states driveways and parking lots  “should be 
maintained” Guideline III.5.H., states driveways and parking lots “of refreshed gravel should 
have appropriate retention elements which  to contain the gravel and retard expansion.”  After 
further research of aerials and photos, this driveway has been graveled for quite a while in 
this manner  
 
Recommendations 

Staff recommends the approval of refreshing the gravel parking area with the following 
conditions: 

1. Provide curbing to prevent the migration of gravel to new areas. 

2. Once reviewed by other LFUCG Divisions, resubmit any changes to staff or Board for 
review and approval prior to the start of work. 

3. If any changes are made that alter the information submitted, resubmit the changes to 
staff for review and approval prior to the start of the work. 

 
Deadline for Board Action 
 
August 22, 2022 
 


